


	
		×
		

	






    
        
            
                
                    
                
            

            
                
                    
                    
                        
                    
                

            

            
                                    Σύνδεση
                    Ας αρχίσουμε
                            

        

        

        
            	Travel
	Technology
	Sports
	Marketing
	Education
	Career
	Social Media


            + Εξερευνήστε όλες τις κατηγορίες
        


            






    

        
        
            65316-0/MC(5G) - EMR Corporation5G).pdf · 65316-0/MC(5G) Mobile Duplexer Electrical Specifications...

        


        




    
        
            
                

                
                
            

            
                
                1

1
                
            

            
                
                100%
Actual Size
Fit Width
Fit Height
Fit Page
Automatic


                
            

			
        

        
            
                
                
                
            

            
                

                

                
                    
                     Match case
                     Limit results 1 per page
                    

                    
                    

                

            

        
        
            
                                    
    
        
        

        

        

        
        
            65316-0/MC(5G) Mobile Duplexer Electrical Specifications Frequency Band 440-490 MHz Offset Tx-Rx 4.6 - 6 MHz Input Power (Max.) 50 W Insertion Loss (Typ.) 1.2 dB Isolation (Min. / Typ.) 70 / 80 dB Nom. Impedance 50 Ω VSWR (Max.) 1.25:1 RF Connectors N Female Mechanical Specifications Finish Black Cavity Size / Quantity 1" / 6 Overall Size (HxWxD) 1.2" x 6" x 9.5" (30 x 152 x 241 mm) Ship Weight 5 lbs (2.3 kg) Environmental Specifications Operating Temp. Range -22 to 140 °F (-30 to +60 °C) All product specifications subject to change without notice. Copyright © 2015 EMR Corporation. All rights reserved. 17431 N. 25th Avenue Phoenix, Arizona 85023 - Phone: (623) 581-2875 - Toll Free: (800) 796-2875 - Fax: (623) 582-9499 
        

        
    






                            

        

    









        
            	
					Upload

					vuongbao
				
	
                    Category

                        Documents

                
	
                    view

                    237
                
	
                    download

                    0
                


        

        


        

        
        
            
                SHARE

                
                    
                    
                        
                                
                            

                        

                    

                    
                    
                        
                                
                            

                        

                    

                    
                    
                        
                                
                            

                        

                    

                    
                    
                        
                                
                            

                        

                    

                    
                    
                        
                                
                            

                        

                    
                

            

            
                                    Download
                                Report this document
            

            

        


        
            Embed Size (px):

            344 x 292
429 x 357
514 x 422
599 x 487


        

        

        

        
                
            Transcript of 65316-0/MC(5G) - EMR Corporation5G).pdf · 65316-0/MC(5G) Mobile Duplexer Electrical Specifications...

            Page 1
                        

65316-0/MC(5G)Mobile Duplexer
 Electrical SpecificationsFrequency Band 440-490 MHzOffset Tx-Rx 4.6 - 6 MHzInput Power (Max.) 50 WInsertion Loss (Typ.) 1.2 dBIsolation (Min. / Typ.) 70 / 80 dBNom. Impedance 50 ΩVSWR (Max.) 1.25:1RF Connectors N Female
  Mechanical SpecificationsFinish BlackCavity Size / Quantity 1" / 6Overall Size (HxWxD) 1.2" x 6" x 9.5"
 (30 x 152 x 241 mm)Ship Weight 5 lbs (2.3 kg)
  Environmental SpecificationsOperating Temp. Range -22 to 140 °F (-30 to +60 °C)
 All product specifications subject to change without notice. Copyright © 2015 EMR Corporation. All rights reserved.
 17431 N. 25th Avenue Phoenix, Arizona 85023 - Phone: (623) 581-2875 - Toll Free: (800) 796-2875 - Fax: (623) 582-9499



			        

            

    

    
    
        
        
        

                

        
                                                
                                    
                        
                            
                                                            
                                                        
                        

                        Forces & Newton’s Laws MC Practice Questionswhphysics.com/ForcesNewtonLawsMCPracticeQuestions.pdf · Forces & Newton’s Laws MC Practice Questions ! 6) Two forces are applied to

                    

                                                                
                        
                            
                                                            
                                                        
                        

                        Muro de Contencion Mc-1

                    

                                    

                                                                
                                    
                        
                            
                                                            
                                                        
                        

                        De Broglie combined Einstien’s E = mc 2 and Planck’s E = hv de Broglie combined Einstien’s E = mc 2 and Planck’s E = hv hv = mc 2 hv = mc 2 Substitute.

                    

                                                                
                        
                            
                                                            
                                                        
                        

                        Ultrasound Imaging (US) - unipi.it · Ultrasound Imaging probe. Any Probe Operates in Multifrequency Mode 5.0 MHz 7.5 MHz Linear Array Curved Linear Array 5.0 MHz & 3.5 MHz APA 3.25

                    

                                    

                                                                
                                    
                        
                            
                                                            
                                                        
                        

                        MC Handout 16: Formelsammlung - ChemistforChristchemistforchrist.de/MC-NEW/Web-Handouts/MC-Handout 16.pdf · 2010. 3. 13. · MC Handout 16: Formelsammlung More resources available

                    

                                                                
                        
                            
                                                            
                                                        
                        

                        MC/NF TARGET SHIELDING  STUDIES.

                    

                                    

                                                                
                                    
                        
                            
                                                            
                                                        
                        

                        101306 LTE MIMO Antenna, IP67 - MC Technologies

                    

                                                                
                        
                            
                                                            
                                                        
                        

                        07-20118-MC Prima XIR QSG Standard All Layout 1

                    

                                    

                                                                
                                    
                        
                            
                                                            
                                                        
                        

                        CMX69273P MHz/ MHz PIM 2 Ceiling Mount Antenna fileCMX69273P 698 to 960 MHz/1690 to 2700 MHz Low PIM 2‐port MIMO Ceiling Mount Antenna RADIATION PATTERNS Radiation Pattern at 880

                    

                                                                
                        
                            
                                                            
                                                        
                        

                        500 MHz to 1700 MHz Balanced Mixer, LO Buffer, IF ... · 500 MHz to 1700 MHz Balanced Mixer, LO Buffer, IF Amplifier, and RF Balun Data Sheet ADL5357 FEATURES RF frequency range of

                    

                                    

                                                                
                                    
                        
                            
                                                            

                                                        
                        

                        5G NR mmWave and Sub-6 Test Challenges

                    

                                                                
                        
                            
                                                            

                                                        
                        

                        MC for t H and SM backgrounds - Durham University

                    

                                    

                                                                
                                    
                        
                            
                                                            

                                                        
                        

                        3GPP 5G System and Key 5G technologies

                    

                                                                
                        
                            
                                                            

                                                        
                        

                        NR and OTA - Rohde & Schwarz...5G NR –OTA test & measurement aspects standards & regulations Demystifying 5G Seminar, 18 June 2019, RSF, Paris. New spectrum for mobile communications:

                    

                                    

                                                                
                                    
                        
                            
                                                            

                                                        
                        

                        MEA-698-3800-SM · connector. This antenna provides MiMo functionality for 2G/3G/4G/5G covering 698-3800 MHz. This low-profile antenna is designed to provide industry leading wide-band

                    

                                                                
                        
                            
                                                            

                                                        
                        

                        SMD RESISTORS - Vishay IntertechnologyMC MC AT MCW AT ACAS Precision e.g. TCR 25 / 0.1 % MM SMM MC MC AT MCW AT ACAS AT TNPW e3 Ultra Precision e.g. TCR 5 / 0.05 % UM TNPU e3 ACAS

                    

                                    

                                                                
                                    
                        
                            
                                                            

                                                        
                        

                        2300 MHz to 2900 MHz Balanced Mixer, LO Buffer and RF ... · 2300 MHz to 2900 MHz Balanced Mixer, LO Buffer and RF Balun Data Sheet ADL5363 FEATURES RF frequency range of 2300 MHz

                    

                                                                
                        
                            
                                                            

                                                        
                        

                        4a-Work-Energy MC Practice Problems

                    

                                    

                                                                
                                    
                        
                            
                                                            

                                                        
                        

                        users.sch.grusers.sch.gr/.../images/banners/deiktes_karkinos.docx · Web viewΗ παρουσία των 4G/4G και 4G/5G γονοτύπων στον πληθυσμό ανέρχεται

                    

                                                                
                        
                            
                                                            

                                                        
                        

                        Experimental design, NVIS, 3 to 30 MHz

                    

                                    

                                    

        

        
    


















    
        
            
                γλώσσες

                	English
	Français
	Español
	Deutsch
	Portuguese
	Indonesian


            

            
                	Italian
	Romanian
	Malaysian
	Greek
	Dutch
	Polish


            

            
                Σελίδες

                	Κατηγορίες
	Σχετικά με εμάς
	Επικοινωνήστε μαζί μας


            

            
                Νομικός

                	Οροι χρήσης
	DMCA
	Πολιτική cookie
	Privacy Policy


            

        


        


        
            Copyright © 2022 FDOCUMENT

        

            











    

