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 Lightweight UHF Manpack
 Part Number: 7R5-0543/01
 Image of Green version
 Antenna
 SpecificationSpecificationSpecificationSpecification
 Electrical Electrical Electrical Electrical
 Frequency 80
 Nominal Gain See Reverse
 Nominal VSWR See Reverse
 Nominal Impedance 50Ω
 Polarisation Linear, vertical
 Maximum Power 20W
 Connector N-
 MechanicalMechanicalMechanicalMechanical
 Overall Length 565
 Diameter 20mm
 Weight 19
 Temperature -40
 Environmental qualification MilStd 810 for shock,
 vibration
 temperature, humidity,
 sand and dust
 Colour Black (other col
 request)
 Selex ES Limited reserve the right to alter without notice the specification, design orproduct or service.
 Image of version
 IIINNNTTTEEEGGGRRRAAATTTEEEDDD
 AAANNNTTTEEENNNNNNAAA
 SSSOOOLLLUUUTTTIIIOOONNNSSS
 SpecificationSpecificationSpecificationSpecification
 800 to 2200MHz
 See Reverse
 See Reverse
 50Ω
 Linear, vertical
 20W
 -type
 565mm
 20mm
 196g
 400C to +750C
 MilStd 810 for shock,
 vibration, rain,
 mperature, humidity,
 sand and dust
 Black (other colours on
 request)
 Limited reserve the right to alter without notice
 or conditions of supply of any
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Tel: +44 (0)117 931 3561 Mob: +44 (0)7793 424521 Fax: +44 (0)117 931 3698 [email protected] http://www.selex-es.com
 Measured R250x250x100mm
 Frequency Band 1
 Frequency Band 2
 Frequency Band 3
 Measured Results on a 250x250x100mm
 3 metal
 box
 Average Azimuth Gain
 [dBi]
 Frequency Band 1
 2110 +0.6
 2140 -0.3
 2170 +1.3 Frequency Band 2
 1850 +3.2
 1920 +2.5
 1990 +1.5 Frequency Band 3
 820 +1.0
 850 +1.7
 870 +0.7
 Measured VSWR
 Azimuth Gain
 Selex ES Limited reserve the right to alter without notice the specification, designproduct or service.
 IIINNNTTTEEEGGGRRRAAATTTEEEDDD
 AAAAAAAAAAAANNNNNNNNNNNNTTTTTTTTTTTTEEEEEEEEEEEENNNNNNNNNNNNNNNNNNNNNNNNAAAAAAAAAAAA
 SSSOOOLLLUUUTTTIIIOOONNNSSS
 Limited reserve the right to alter without notice ign or conditions of supply of any
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                        HF ANTENNA HFD2-30 - Aerial · HF ANTENNA HFD2-30 Type HFD2-30 Frequency 2-30 MHz Bandwidth 28 MHz Impedance 50 Ω VSWR 2,5 max (depending on ground properties) Polarisation Horisontal

                    

                                    

                                    

        

        
    


















    
        
            
                γλώσσες

                	English
	Français
	Español
	Deutsch
	Portuguese
	Indonesian


            

            
                	Italian
	Romanian
	Malaysian
	Greek
	Dutch
	Polish


            

            
                Σελίδες

                	Κατηγορίες
	Σχετικά με εμάς
	Επικοινωνήστε μαζί μας


            

            
                Νομικός

                	Οροι χρήσης
	DMCA
	Πολιτική cookie
	Privacy Policy


            

        


        


        
            Copyright © 2022 FDOCUMENT

        

            











    

