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 Lightweight Tactical VHF Manpack
 Part Number: 7R5-0588/02
 Manpack Antenna – Tape Version
 SpecificationSpecificationSpecificationSpecification
 Electrical Electrical Electrical Electrical
 Frequency 30
 Nominal Gain See Reverse
 Nominal VSWR See Reverse
 Nominal Impedance 50Ω
 Polarisation Linear, vertical
 Maximum Power 20W
 Connector Bowman specific (others on
 request)
 MechanicalMechanicalMechanicalMechanical
 Overall Length 142
 Nominal Weight 545
 Product Safety Certification Def Stan 00
 Environmental Qualification See Reverse
 Colour NATO Green (Sand or Black
 on
 Selex ES Limited reserve the right to alter without notice the specification, design orproduct or service.
 IIINNNTTTEEEGGGRRRAAATTTEEEDDD
 AAANNNTTTEEENNNNNNAAA
 SSSOOOLLLUUUTTTIIIOOONNNSSS
 SpecificationSpecificationSpecificationSpecification
 0 to 88MHz
 See Reverse
 See Reverse
 50Ω
 Linear, vertical
 20W
 Bowman specific (others on
 request)
 1420 mm
 545 g
 Def Stan 00-56
 See Reverse
 NATO Green (Sand or Black
 on request)
 Limited reserve the right to alter without notice
 or conditions of supply of any
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 SSSOOOLLLUUUTTTIIIOOONNNSSS
 80 90
 80 90
 serve the right to alter without notice sign or conditions of supply of any
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 Low temperature storageLow temperature operation
 Solar heating High temperature operation
 High temperature/High humidityImmersion
 Acid corrosion Salt fog
 Dust and Sand
 Low air pressure Loose cargo
 Drop onto plywood
 Drop onto concrete
 Environmental Specifications
 Low temperature storage -55°C for 6 hoursLow temperature operation -30°C
 +55°C plus 1120 W/sqHigh temperature operation +71°C
 High temperature/High humidity +55°C/95%RH1.5m for 20 minutes
 Def Stan 00-35 Test CN3 (one 24 hour cycle)Def Stan 00-35 test CN2 (one 24 hour cycle)
 Def Stan 00-35 Test CL25 (1 hour dust plus 1 hour blown sand)
 Def Stan 00-35 Test CL21 (Procedure B)MIL STD 810 test 514.4 (Category 3, one hour
 unprotected)lywood 1.2m onto 0.5cm plywood (2 drops on the side plus 2
 drops on each end)Drop onto concrete Remain safe drop 3m onto concrete
 Selex ES Limited reserve the right to alter without notice the specification, desproduct or service.
 IIINNNTTTEEEGGGRRRAAATTTEEEDDD
 AAANNNTTTEEENNNNNNAAA
 SSSOOOLLLUUUTTTIIIOOONNNSSS
 55°C for 6 hours 30°C
 +55°C plus 1120 W/sq m +71°C
 +55°C/95%RH 1.5m for 20 minutes 35 Test CN3 (one 24 hour cycle) 35 test CN2 (one 24 hour cycle) Test CL25 (1 hour dust plus 1 hour
 blown sand) 35 Test CL21 (Procedure B)
 MIL STD 810 test 514.4 (Category 3, one hour unprotected)
 1.2m onto 0.5cm plywood (2 drops on the side plus 2 ach end)
 Remain safe drop 3m onto concrete
 Limited reserve the right to alter without notice esign or conditions of supply of any
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                                RF Coaxial ConnectorsCoaxial RF PRoduCts: QuiCk View Product operating Frequency (Max.) impedance VswR durability (Mating Cycles) operating temp. Coupling style standard 7/16 7 GHz
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